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RS232 to TTL Converter for ICOM, Yaesu, etc.. Radios. Battery operated for portability and reliability. 





Use with VX7 Commander software on a VX-7R. Use with ICOM CS-R3 Software on an IC-R3. 





IC Components can be ordered from http://www.jameco.com or http://www.digikey.com 





Fits w/battery inside Radio Shack 270-1801 (2-5/8” x 1-5/8” x 7/8” interior dimensions).








PARTS LISTING


MAX 233 or	RS232 to TTL Converter


  SP233		  w/20-Pin Socket


CD7404	Hex Inverter


		  W/14-Pin Socket


7805		5V Power Regulator


C1, C2		10uF Tantalum


R1, R2, R3	1K


R4		100K


R5, R6		47K


R7, R8, R9	10K





9V Battery, Switch, Red LED, Green LED
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1/8” to 3/32” Stereo for use with the Yaesu VX-7R
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Connector Suggestion - Fix a 1/8” Stereo Plug for the ICOM IC-R3 Radio. Then, you can attach a 1/8” to 3/32” Stereo Adapter along with the Yaesu CT-91 Accessory Cable for the Yaesu VX-7R. Or, simply fix a 3/32” adapter and use with the CT-91 for Yaesu only. Other Radios may vary so consult your manual. 
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PC Connector


DB9 Female Pin-Out Numbering Diagram 
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1/8” Stereo for ICOM IC-R3
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Ground (9v-)
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MAX233 or SP233
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